
Motor Type
Motor Speed

Operating
Fabric Roll Speed

Screen Gain
Viewing Angle

Screen Materials

External Wired Control

Casing Colour
Power Consumption

Current
Voltage 

AC Tubular Motor; Silent Type
17 rpm
120 deg. Celsius (thermostat cut off motor)
4.8 m/min
1.1
160 degrees viewing cone
Matte White, Vinyl fabric
Flame Retardant and fungus resistant
Normally open, momentary contact closure
(voltage free)
White
121W
0.53 Amperes
220 - 240 VAC, 50/60 Hz  
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Accessories

ESC+

AVA-315
Radio Frequency
Remote control
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Dimensions

  

TEN Series 

Electronic Screen Control
Internet Protocol

  Features
- 

- Most compact and durable.

- Comes with tension design on both side of the 

   screen fabric.

- Made of high quality screen fabric and gives an

  extremely flat surface for excellent viewing 

  performance.

- Electronic Screen Control with RF Remote

- Direct connection to AV Control System

- Universal Mounting kit for all types mounting

Screen Dimension
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Casing Length= Image Width + 440mm

360mm 
Top Border

50mm

102mm
Bottom Border

65mm 

155mm 

Image Width
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Screen Specifications



TEN Series 
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4:3 Format

Model Diagonal Viewing Area Casing Length

TEN-1612V 80" 64" x 64" 1630 x 1220 mm 2070 mm

TEN-1814V 90" 72" x 54" 1830 x 1370 mm 2270 mm

TEN-2015V 100" 80" x 60" 2030 x 1520 mm 2470 mm

TEN-2217V 110" 88" x 66" 2230 x 1680 mm 2670 mm

TEN-2418V 120" 96" x 72" 2440 x 1830 mm 2880 mm

TEN-2721V 135" 188" x 81" 2740 x 2060 mm 3180 mm

TEN-3023V 150" 120" x 90" 3050 x 2290 mm 3490 mm

TEN-3627V 180" 144" x 108" 3660 x 2740 mm 4100 mm

16:9 Format

Model Diagonal Viewing Area Casing Length

TEN-1609H 70" 61" x 34.3" 1550 x 870 mm 1990 mm

TEN-1810H 80" 70" x 39.4" 1780 x 1000 mm 2220 mm

TEN-2011H 92" 80" x 45" 2030 x 1140 mm 2470 mm

TEN-2212H 100" 87" x 49" 2210 x 1240 mm 2650 mm

TEN-2414H 110" 96" x 54" 2440 x 1370 mm 2880 mm

TEN-2715H 123" 107" x 60" 2720 x 1520 mm 3160 mm

TEN-2816H 130" 113" x 64" 2880 x 1620 mm 3320 mm

TEN-3319H 150" 131" x 73" 3320 x 1870 mm 3760 mm

16:10 Format

Model Diagonal Viewing Area Casing Length

TEN-1509W 70" 59" x 36.8" 1500 x 930 mm 1940 mm

TEN-1710W 81" 69" x 43.1" 1750 x 1090 mm 2190 mm

TEN-2012W 95" 81" x 50.6" 2050 x 1290 mm 2490 mm

TEN-2113W 100" 84.8" x 53" 2150 x 1350 mm 2590 mm

TEN-2314W 110" 93" x 58.1" 2360 x 1470 mm 2800 mm

TEN-2717W 127" 108" x 67.5" 2740 x 1710 mm 3180 mm

TEN-3220W 145" 123" x 76.9" 3120 x 1950 mm 3560 mm

*** For other screen sizes, please call for consultation.
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